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TABLE PURSUANT TO CT6.41# - SPECIFIC REQUIREMENTS  (01/2000) 

 

 

FELLING METHODS  CUTTING UNITS 

 

Forwarder (Cut-to-Length) mechanical felling is 

specified. 

Mechanical felling equipment limited to a single 

pass between skid trails for felling and 

bunching. Single pass trails will be no closer 

than 50 feet apart unless otherwise agreed. 

Mechanical Felling equipment is limited to a 

maximum of 35% continuous slope. Slopes over 35 

percent for Mechanical Felling equipment will be 

agreed to by the Sale Administrator. 

4,5,6,8,10 

  

  

FELLING METHODS  

 

Tractor/Cable/Shovel- hand or mechanical felling 

is specified. 

Mechanical felling equipment limited to a single 

pass between skid trails for felling and 

bunching. Single pass trails will be no closer 

than 100 feet apart unless otherwise agreed. 

Mechanical Felling equipment is limited to a 

maximum of 35% continuous slope. Slopes over 35 

percent for Mechanical Felling equipment will be 

agreed to by the Sale Administrator. 

 

 

 

 

 

 

 

 

 

 

 

 

FELLING EQUIPMENT 

CUTTING UNITS 

 

1,2,3,6,7,8,9,10 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

CUTTING UNITS 

 

 

Mechanical felling equipment will have a minimum 

of 20 foot reach. 

 

 

All 

  

  


